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§91.613

§91.613 Materials for compartment in-
teriors.

No person may operate an airplane
that conforms to an amended or sup-
plemental type certificate issued in ac-
cordance with SFAR No. 41 for a maxi-
mum certificated takeoff weight in ex-
cess of 12,500 pounds unless within 1
year after issuance of the initial air-
worthiness certificate under that
SFAR the airplane meets the compart-
ment interior requirements set forth in
§25.853 (a), (b), (b-1), (b-2), and (b-3) of
this chapter in effect on September 26,
1978.

8§§91.615—91.699 [Reserved]

Subpart H—Foreign Aircraft Oper-
ations and Operations of U.S.-
Registered Civil Aircraft Out-
side of the United States

SoURCE: Docket No. 18334, 54 FR 34320, Aug.
18, 1989, unless otherwise noted.

§91.701 Applicability.

This subpart applies to the oper-
ations of civil aircraft of U.S. registry
outside of the United States and the
operations of foreign civil aircraft
within the United States.

§91.703 Operations of civil aircraft of
U.S. registry outside of the United
States.

(a) Each person operating a civil air-
craft of U.S. registry outside of the
United States shall—

(1) When over the high seas, comply
with annex 2 (Rules of the Air) to the
Convention on International Civil
Aviation and with §§91.117(c), 91.127,
91.129, and 91.131;

(2) When within a foreign country,
comply with the regulations relating
to the flight and maneuver of aircraft
there in force;

(3) Except for §§91.307(b), 91.309,
91.323, and 91.711, comply with this part
so far as it is not inconsistent with ap-
plicable regulations of the foreign
country where the aircraft is operated
or annex 2 of the Convention on Inter-
national Civil Aviation; and

(4) When operating within airspace
designated as Minimum Navigation
Performance Specifications (MNPS)
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airspace, comply with §91.705. When op-
erating within airspace designated as
Reduced Vertical Separation Minimum
(RVSM) airspace, comply with §91.706.

(b) Annex 2 to the Convention on
International Civil Aviation, Ninth
Edition—July 1990, with Amendments
through Amendment 32 effective Feb-
ruary 19, 1996, to which reference is
made in this part, is incorporated into
this part and made a part hereof as
provided in 5 U.S.C. §552 and pursuant
to 1 CFR part 51. Annex 2 (including a
complete historic file of changes there-
to) is available for public inspection at
the Rules Docket, AGC-200, Federal
Aviation Administration, 800 Independ-
ence Avenue SW., Washington, DC
20591; or at the Office of the Federal
Register, 800 North Capitol Street,
NW., Suite 700, Washington, DC. In ad-
dition, Annex 2 may be purchased from
the International Civil Aviation Orga-
nization (Attention: Distribution Offi-
cer), P.O. Box 400, Succursale, Place de
L’Aviation Internationale, 1000
Sherbrooke Street West, Montreal,
Quebec, Canada H3A 2R2.

[Doc. No. 18834, 54 FR 34320, Aug. 18, 1989, as
amended by Amdt. 91-227, 56 FR 65661, Dec.
17, 1991; Amdt. 91-254, 62 FR 17487, Apr. 9,
1997]

§91.705 Operations within airspace
designated as Minimum Navigation
Performance  Specification  Air-
space.

(a) Except as provided in paragraph
(b) of this section, no person may oper-
ate a civil aircraft of U.S. registry in
airspace designated as Minimum Navi-
gation Performance Specifications air-
space unless—

(1) The aircraft has approved naviga-
tion performance capability that com-
plies with the requirements of appendix
C of this part; and

(2) The operator is authorized by the
Administrator to perform such oper-
ations.

(b) The Administrator may authorize
a deviation from the requirements of
this section in accordance with Section
3 of appendix C to this part.

[Doc. No. 28870, 62 FR 17487, Apr. 9, 1997]
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